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Certificate of
Compliance

David Piecuch
UL Mark Certification Program Owner

Issued to:
Red Sky Lighting LLC
9370 Pittsburgh Ave
Rancho Cucamonga, CA 91730 United States

This certificate confirms that representative samples of:
EMERGENCY LIGHTING AND POWER EQUIPMENT FOR USE IN
HAZARDOUS LOCATIONS
See addendum page for models/product

Has been evaluated by UL LLC in accordance with Standard(s) for
Safety:
[UL 844 - Luminaires for Use in Hazardous (Classified) Locations;
UL 924 - Emergency Lighting and Power Equipment]

Additional Information:
See UL Product iQ® at https://iq.ulprospector.com for additional
information.

This Certificate of Compliance indicates that representative samples
of the product described in the certification report have met the
requirements for UL certification. It does not provide authorization to
apply the UL Mark. Only the Authorization Page that references the
Follow-Up Services Procedure for ongoing surveillance provides
authorization to apply the UL Mark.

Only those products bearing the UL Mark should be considered as
being UL Certified and covered under UL’s Follow-Up Services.

Look for the UL Certification Mark on the product.

E514085
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Issue Date:

Certificate Number:

Report Reference:
E514085-20200603
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This is to certify that representative samples of the product as specified on this certificate were tested according
to the current UL requirements.

Models:

Class I, Division 2, Group A, B, C and D, Class II, Division 1, Group E, F and G, Class III - Models RDX;
followed by -5L, -7L, -9L, -12L, -18L, -22L or -28L; followed by -100-277; followed by -65K, -57K, -5K, -4K, -3K
or -27K; followed by -Blank, -HAR or -YYY; followed by -30, -60, -T5, -T1 or -T3; followed by -H2 or -HS;
followed by -CG, -DG, -DLG, -CP or -DP; followed by -GRY, -BLK, -WHT or -BRZ; followed by -PDCG or -YKE;
followed by -EM01 or –EM02; followed by –Blank, -BAA, -BABA or –XXXX.
1 – Designates Product Series. RDX – For all luminaires. 2 – Designates Lumen Level of Luminaires(Nominal).
5L – 5,000 Lm, 7L – 7,000 Lm, 9L – 9,000 Lm, 12L – 12,000 Lm, 18L – 18,000 Lm, 22L – 22,000 Lm, 28L –
28,000 Lm. 3 – Designates Voltage of Luminaires. 100-277 – 100-277 VAC, 4 – Designates CCT of LED. 65K –
6500K, 57K – 5700K, 5K – 5000K, 4K – 4000K, 3K – 3000K, 27K – 2700K. 5 – Designates Marketing Code.
Blank - Standard, HAR – Custom, YYY - each "Y" stands any letter from A to Z. 6 – Designates Beam of LED.
30 – 30°, 60 – 60°, T5 – Type V optic standard, T1 – Type I, T3 – Type III. 7 – Designates Internal Identification
Code. H2 – C1D2/C2D1/C3(Hazloc), HS – UL1598/A, UL924(Harsh). 8 – Designates Lens for LED. CG – Clear
Glass, DG - Diffuse Glass, DLG - Drop Lens Glass, CP – Clear PC, DP - Diffuse PC. 9 – Designates Color of
Luminaires. GRY – Grey, BLK – Black, WHT – White, BRZ – Bronze. 10 - Designates Mounting of Luminaires.
PDCG - Pendant & Ceiling, YKE – Yoke, 11 - Designates Emergency Battery Output Lumen. EM01 – 3000Lm,
EM02 – 1500Lm. 12 - Designates Production Code. Blank – Standard, BAA - Buy American Act, BABA - Build
America Buy America, XXXX - each "X" stands any letter from A to Z.

Class I, Division 2, Group A, B, C and D - Models RDX; followed by -5L, -7L, -9L, -12L, -18L, -22L or -28L;
followed by -100-277, -120 or -208-277; followed by -65K, -57K, -5K, -4K, -3K or -27K; followed by -Blank, -HAR
or -YYY; followed by -30, -60, -T5, -T1 or -T3; followed by -H3 or -HS; followed by -CG, -DG, -DLG, -CP or -DP;
followed by -GRY, -BLK, -WHT or -BRZ; followed by -JB01, -JB02-P, -JB03-P, -JB04, -JB05-P or -JB06-P;
followed by -EM01 or –EM02; followed by –Blank, -BAA, -BABA or –XXXX.
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